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Licensed under the REA Act 2008 

 

 

This information Memorandum, title or other supplementary property 

information (the “Information”) has been prepared by Whalan and Partners 

Limited, trading as Bayleys (“Bayleys”) as agent for “the Vendor”. The 

Information contains information that is publicly available and/or sourced 

from third parties and capable of independent verification. It has been 

prepared solely to assist interested parties in deciding whether to further 

their interest in the Property and Whalan and Partners Limited is acting as 

a conduit and merely passing this information over. Prospective purchasers 

must not confine themselves to the contents of the Information but should, 

in conjunction with their professional advisors, make their own evaluation 

of the Property and conduct their own investigation, analysis and 

verification of the data contained in the Information and otherwise 

concerning the Property. Such evaluation should extend to and include 

whether there has been a change in the affairs or prospects of the Property 

since the date of the Information or since the date as at which any 

information contained in the Information is expressed to be applicable. 

Bayleys and the Vendor have not verified any of the detail contained in the 

Information and Bayleys and the Vendor make no representation or 

warranty as to the accuracy or completeness of the information and 

neither Bayleys nor the Vendor accept and/or shall have any liability 

whatsoever for the accuracy of any part of the information including any 

liability for any statements, opinions, information or matters (expressed or 

implied) arising out of, contained in or derived from the Information, or any 

omissions from, or failure to correct any information, or any other written 

or oral communications transmitted to any recipient of the Information in 

relation to the Property. 
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EXPOSED AGGREGATE
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KS20.31 PROPOSED KERB LEVEL AT SUMP

PROPOSED STREET LIGHT EXISTING STREET LIGHT

1. METAL DEPTHS TO BE CONFIRMED OR INCREASED FOLLOWING
THE CHECKING OF SUBGRADE CBR ON SITE, ASSUMED CBR OF 5.

2. ALL KERB & FLAT CHANNELS TO BE TO CCC CSS PART 6: SD601.

3. ALL WORKS TO BE IN ACCORDANCE WITH SDC STANDARDS AND
IF THOSE STANDARDS NOT SPECIFIED REFER TO CSS PARTS 1-7:
CURRENT ISSUE.

4. ORIGIN OF LEVELS
        SS 11A SO 797
        BRASS PLAQUE
        RL=9.42m.

5. ALL LEVELS IN TERMS OF LYTTELTON VERTICAL DATUM 1937.
        LEVELS PRE 2010 & 2011 CANTERBURY EARTHQUAKES.

6. ELECTRICITY & TELECOM SERVICES NOT SHOWN.

7. ALL VEHICLE CROSSINGS TO BE IN ACCORDANCE WITH SDC
CODE OF PRACTICE PART 8:2012 RD 4.5 WITH 25mm OF AC MIX 7
AND 125mm TNZ M4 AP20.

8. KERB & CHANNEL BASECOURSE TESTING - MINIMUM DRY DENSITY
OF 2100kg/m³ WITH 75% EQUAL OR EXCEEDING 2150kg/m³.

9. ROAD BASECOURSE TESTING - MAXIMUM BENKELMAN BEAM
DEFLECTION OF 2.00mm WITH 95% BELOW 1.6mm FOR ALL
ROADS.

10. FOOTPATH BASECOURSE TO BE TESTED WITH CLEGG HAMMER.
MINIMUM ACCEPTABLE READING IS 25.

11. BERMS ARE TO BE SOWN WITH CCC BERM MIX.

12. ALL COBBLES TO BE CONTAINED IN REINFORCED BEAMS AS PER
SDC STANDARDS. BEAM AS PER CCC SD634.

13. TACTILES ARE TO BE INSTALLED AS PER RTS 14 GUIDELINES.

KO20.31 PROPOSED KERB ONLY LEVEL 
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1. METAL DEPTHS TO BE CONFIRMED OR INCREASED FOLLOWING
THE CHECKING OF SUBGRADE CBR ON SITE, ASSUMED CBR OF 5.

2. ALL KERB & FLAT CHANNELS TO BE TO CCC CSS PART 6: SD601.

3. ALL WORKS TO BE IN ACCORDANCE WITH SDC STANDARDS AND
IF THOSE STANDARDS NOT SPECIFIED REFER TO CSS PARTS 1-7:
CURRENT ISSUE.

4. ORIGIN OF LEVELS
        SS 11A SO 797
        BRASS PLAQUE
        RL=9.42m.

5. ALL LEVELS IN TERMS OF LYTTELTON VERTICAL DATUM 1937.
        LEVELS PRE 2010 & 2011 CANTERBURY EARTHQUAKES.

6. ELECTRICITY & TELECOM SERVICES NOT SHOWN.

7. ALL VEHICLE CROSSINGS TO BE IN ACCORDANCE WITH SDC
CODE OF PRACTICE PART 8:2012 RD 4.5 WITH 25mm OF AC MIX 7
AND 125mm TNZ M4 AP20.

8. BENCHMARK SHOWN ON OVERALL PLAN.

9. KERB & CHANNEL BASECOURSE TESTING - MINIMUM DRY DENSITY
OF 2100kg/m³ WITH 75% EQUAL OR EXCEEDING 2150kg/m³.

10. ROAD BASECOURSE TESTING - MAXIMUM BENKELMAN BEAM
DEFLECTION OF 2.00mm WITH 95% BELOW 1.6mm FOR ALL
ROADS.

11. FOOTPATH BASECOURSE TO BE TESTED WITH CLEGG HAMMER.
MINIMUM ACCEPTABLE READING IS 25.

12. BERMS ARE TO BE SOWN WITH CCC BERM MIX.

13. ALL COBBLES TO BE CONTAINED IN REINFORCED BEAMS AS PER
SDC STANDARDS.

14. TACTILES ARE TO BE INSTALLED AS PER RTS 14 GUIDELINES.
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